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NOTICE
This guide applies to AC Cloud Control devices with an order code ending in I1⁎⁎, such as
INWFIDAI001I100.

For other order codes, please refer to each specific guide by clicking the link:

• Order codes ending in R0⁎⁎
• Order codes ending in R1⁎⁎
• Order codes ended with I0⁎⁎

This quick guide describes how to use the AC Cloud Control application for smart devices in order to:

• Pair the AC Cloud Control device with the smart device using the Bluetooth connection.

• Configure the Wi-Fi settings using the automatic mode.

NOTICE
The procedures explained in this guide, along with other configuration modes, are described in detail in
the Device Configuration with Bluetooth User Manual.

What you need:

• An Intesis AC Cloud Control device.

• A router or access point with a connection to the internet.

• A smart device with Bluetooth connection and the AC Cloud Control application installed.

NOTICE
The AC Cloud Control application is available for the iPhone and the iPad in the App Store, and for
Android smartphones and tablets in Google Play.

IMPORTANT
The AC Cloud Control device supports the following Wi-Fi parameters:

• 2.4 GHz band.

• Maximum data rate: 11 Mbps.

• Ports used by the gateway: 80, 443, 4000, from 4210 to 4259, and from 5210 to 5240.

• The first generation of AC Cloud Control devices only supports the Wi-Fi standard IEEE 802.11 b. The
serial number of the first generation of devices begins with 001D.

• The second generation of AC Cloud Control gateways supports the Wi-Fi standard IEEE 802.11 b/g/n.
The serial number of the second generation of gateways begins with CC3F.
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https://www.hms-networks.com/docs/default-source/products/intesis/quick-guides/rc_quick_wireless_config.pdf
https://www.hms-networks.com/docs/default-source/products/intesis/quick-guides/quick-wireless-configuration-rc-bluetooth.pdf
https://www.hms-networks.com/docs/default-source/products/intesis/quick-guides/ac_quick_wireless_config.pdf
https://hmsnetworks.blob.core.windows.net/nlw/docs/default-source/products/intesis/manuals-and-guides---manuals/device-configuration-bt-v1.pdf?sfvrsn=8936fad7_23
https://apps.apple.com/us/app/intesis-ac-cloud/id500095280
https://play.google.com/store/apps/details?id=com.intesis.intesishome&hl=en&pli=1


Before starting:

1. Connect the AC Cloud Control device to the indoor unit as explained in the Installation Guide.

2. Enable the AC Cloud Control device's Bluetooth connection:
a. Press and hold the push button for two seconds.

b. Once you release the button, the device's LED will blink blue and green, indicating that the Bluetooth
connection is enabled and the device is in configuration mode.

3. Ensure your smart device's Bluetooth connection is also enabled.

4. Keep your smart device close to both the router/access point and the AC Cloud Control device during the
following procedure.

Open the AC Cloud Control application and proceed as follows:

IMPORTANT
If you are logged in to the AC Cloud Control application, go to the Settings menu on the home screen
and select Log Out before moving to the first step below.

Quick Guide - Wi-Fi Configuration with Bluetooth

Page 2 of 2

https://www.hms-networks.com/docs/default-source/products/intesis/manuals-and-guides---installation-guides/inwfixxx001i100_quick-install-guide_web.pdf
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